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Thermal camera

Automatic infrared thermal imaging hody temperature rapid screening instrument

—Flexible combination, more efficient temperature measurement

Main feature

eUse external power, 24 hours non-stop working
eExternal display, full video image recording
eNon-contact rapid scanning. Avoid cross infection
eHigh-precision body temperature , measurement
algorithm

eBlack-body real-time calibration, for high-precision
body temperature measurement algorithm

Il Main specification
Item Spec.
Resolution 160x120
Temp Range 20°C~50°C
Accuracy =0.3°C
CCD 1.3 Million pixel
Working Temp 0°C~40°C
LCD 3.5" LCD

Abnormal temperature alarm, auto capture,
video, photo, etc.

[l Standard accessory

Thermal camera, main body, tripod, carrying case, battery, TF card, video cable,
power adapter

Function
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Temperature Measuring Face reader

Un to 50,000 people capacity, multi-language voices

Main feature

eCapacity of Profiles: up to 50,000 persons
e®Real-time facial temperature detection

eType: wall-mounted or turnstile/table mounted
oNo Batteries (Plug adapter)

eVoice: Supports ltalian, English, Spanish, German,
French, Portuguese, Russian, Korean, and Japanese.
eBiometric Facial Depth learning-based algo-
rithm, stable and quick, which supports face recog-
nition even with mask.

-

Voice Mask

Alarm Detection
L -

Item Spec.
Size 215x125x20mm; 8 inch lcd
Operating temperature  -20°C~60°C
+0.3°C(with in 35°C~39°C)

Accuracy o
+1°C(with in 0~35°C or 39-70°C)
Voice broadcast Body temperature alarm
Detection distance 0.4m-0.7m
Lens Focal lenth 1.8mm, field of view 118°

Maximum resolution 1920x1080@30fps
Il Muttiple applications

Light weight and easy to be installed on different mounting support

Visitor and workers management School
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Metal Detector Gate with Temperature

Infrared temperature measurement integrated with the security gate of metal detection

—High sensitivity, strong anti-interference ability and aseismatic ability
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Main feature * Infrared temperature metal detector: ‘

eHigh sensitivity: Can detect controlled knives, D e Priadaierteiceshesdorsin

guns and precious metal above 150 grams. et e et i and daming

e Anti-interference design: According to the sur-

rounding environment, the starting frequency is

automatically set to avoid interference

ePassenger count ? !

eSafety protection: comply with international 1

safety standards. Harmless to heart pacemaker * Real-time voice broadcast * Non-touch temperature measuring
temperature is abnormal, high far away 1-50cm distance , the

wearers, pregnant women, magnetic media, etc. temperature sound and light alarm fastest detection time is less than

0.5 seconds

eSensitivity adjustable: Sensitivity can be adjusted

as needed, a total of 1000 sensitivity. Z
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* Imported from Belgium, Melexis
core, medical high precision sensor
IR temperature module

* 12 independent detection areas,
each area 1000 degree sensitivity
adjustment, accurate display of

. Main specification e
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* With low temperature weather * Network output interface can be
compensation function, up and customized to provide gateway,
down adjustment of 2 'C, low face recognition, ID card reading
temperature below zero can information output and secondary
work normally development

Il Anplications

Court

Exhibition




